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Nordic General Purpose LED
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Theoretical Lumen Output : 1,500lm
Operating Lumen Output : 1,000lm
Operational Voltage : 9–32V
Current Draw : 0.7A @ 24V
Max Power Consumption : 19W
LED Lifetime : 50,000 Hrs
Connector : DT Style – 2 Pin
Mount : Single Bolt M8
Shock : 60G
Vibration : 8G rms 24–2000Hz
Lens : Grilamid®

Body : Aluminium
Weight : 0.5kg
Ingress Protection : IP68, IP6K9K
Salt Mist : ISO 9227 240H
EMC : ISO 13766, ISO 14982, ISO 7637-2, EN12895
Operating Temperature : -40°C to 85°C
Colour Temperature : 5700K
Light Source : 6 x Nichia® NCSWE17AT 

Nordic General Purpose LED
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•	 Cost effective, high quality worklamp.

•	 Compact design.

•	 Grilamid® lens for exceptional heat resistance.

•	 Multi-voltage.

•	 Low current draw.

•	 Over voltage, over temperature, spike & polarity 
protected.

•	 Environmentally sealed – IP68, IP6K9K.

•	 Even light pattern without hotspots.

•	 Robust cast alloy body.

•	 TE DEUTSCH compatible connector 
encapsulated in body.

•	 5-year warranty.
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Supplied with genuine  
TE DEUTSCH 2 pin connector
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KL1901 LED – Flood
Part No. Operational Voltage

988-408 9–32
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Nordic General Purpose LED
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Theoretical Lumen Output : 1,900lm
Operating Lumen Output : 1,200lm
Operational Voltage : 9–32V
Current Draw : 0.6A @ 24V
Max Power Consumption : 18W
LED Lifetime : 50,000 Hrs
Connector : DT Style – 2 Pin
Mount : Single Bolt M8
Shock : 60G
Vibration : 8G rms 24–2000Hz
Lens : Polycarbonate
Body : Aluminium
Weight : 0.5kg
Ingress Protection : IP68, IP6K9K
Salt Mist : ISO 9227 240H
EMC : ISO 13766, ISO 14982, ISO 7637-2, EN12895
Operating Temperature : -40°C to 85°C
Colour Temperature : 5000K
Light Source : 6 x Nichia® NCSWE17AT 

Nordic General Purpose LED
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•	 Cost effective, high quality worklamp.

•	 Compact design.

•	 Multi-voltage.

•	 Low current draw.

•	 Over voltage, over temperature, spike & polarity 
protected.

•	 Environmentally sealed – IP68, IP6K9K.

•	 Extreme shock resistance.

•	 Even light pattern without hotspots.

•	 Robust cast alloy body.

•	 TE DEUTSCH compatible connector 
encapsulated in body.

•	 5-year warranty.

93mm
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Supplied with genuine  
TE DEUTSCH 2 pin connector
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CANIS GO 410 LED – Wide Flood
Part No. Operational Voltage

988-101 9–32

CANIS GO 410 LED – Flood
Part No. Operational Voltage

988-102 9–32

2

4

6

8

10

0

-2

-4

-6

-8

-10

0m 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34

17°

3m

0.5 lx1 lx2 lx5 lx10 lx

2

4

6

8

10

0

-2

-4

-6

-8

-10

0m 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34

17°

3m

0.5 lx1 lx2 lx5 lx10 lx

Nordic General Purpose LED

IONNIC Minebars
The Nordic GO 410 LED Worklamp now available as an option on the latest IONNIC Minebars.

For further information on the entire range of IONNIC Minebars, download the complete  
Emergency Lighting catalogue from ionnic.com or contact your nearest reseller.
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Theoretical Lumen Output : 1,900lm
Operating Lumen Output : 1,200lm
Operational Voltage : 9–32V
Current Draw : 0.8A @ 24V
Max Power Consumption : 20W
LED Lifetime : 50,000 Hrs
Connector : DT Style – 2 Pin
Mount : Single Bolt M8
Shock : 60G
Vibration : 8G rms 24–2000Hz
Lens : Polycarbonate
Body : Aluminium
Weight : 0.5kg
Ingress Protection : IP68, IP6K9K
Salt Mist : ISO 9227 240H
EMC : ISO 13766, ISO 14982, ISO 7637-2, EN12895
Operating Temperature : -40°C to 85°C
Colour Temperature : 5700K
Light Source : 6 x Lumileds® Luxeon Z ES

Nordic General Purpose LED
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•	 Cost effective, high quality worklamp.

•	 Compact design.

•	 Multi-voltage.

•	 Low current draw.

•	 Over voltage, over temperature, spike & polarity 
protected.

•	 Environmentally sealed – IP68, IP6K9K.

•	 Extreme shock resistance.

•	 Even light pattern without hotspots.

•	 Robust cast alloy body.

•	 TE DEUTSCH compatible connector 
encapsulated in body.

•	 5-year warranty.

102mm
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57mm

Supplied with genuine  
TE DEUTSCH 2 pin connector
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KL2001 LED – Wide Flood
Part No. Operational Voltage

982-608 9–32

KL2001 LED – Flood
Part No. Operational Voltage

982-609 9–32
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Nordic General Purpose LED
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Theoretical Lumen Output : 3,000lm
Operating Lumen Output : 2,000lm
Operational Voltage : 9–32V
Current Draw : 1.05A @ 24V
Max Power Consumption : 29W
LED Lifetime : 50,000 Hrs
Connector : DT Style – 2 Pin
Mount : Single Bolt M8
Shock : 60G
Vibration : 8G rms 24–2000Hz
Lens : Polycarbonate
Body : Aluminium
Weight : 0.6kg
Ingress Protection : IP68, IP6K9K
Salt Mist : ISO 9227 240H
EMC : ISO 13766, ISO 14982, ISO 7637-2, EN12895
Operating Temperature : -40°C to 85°C
Colour Temperature : 5000K
Light Source : 6 x Nichia® NVSWE21AT

Nordic General Purpose LED
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•	 Cost effective, high quality worklamp.

•	 Compact design.

•	 Multi-voltage.

•	 Low current draw.

•	 Over voltage, over temperature, spike & polarity 
protected.

•	 Environmentally sealed – IP68, IP6K9K. 

•	 Extreme shock resistance.

•	 Even light pattern without hotspots.

•	 Robust cast alloy body.

•	 TE DEUTSCH compatible connector 
encapsulated in body.

•	 5-year warranty.

99mm 66mm
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Supplied with genuine  
TE DEUTSCH 2 pin connector
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SCORPIUS GO 420 LED – Wide Flood
Part No. Operational Voltage

988-204 9–32

SCORPIUS GO 420 LED – Flood
Part No. Operational Voltage

988-203 9–32

SCORPIUS GO 420 LED – Spot
Part No. Operational Voltage

988-297 9–32
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Nordic General Purpose LED
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Theoretical Lumen Output : 3,200lm
Operating Lumen Output : 2,150lm
Operational Voltage : 9–32V
Current Draw : 1.7A @ 24V
Max Power Consumption : 42W
LED Lifetime : 50,000 Hrs
Connector : DT Style – 2 Pin
Mount : Single Bolt M10
Shock : 60G
Vibration : 8G rms 24–2000Hz
Lens : Polycarbonate
Body : Aluminium
Weight : 0.9kg
Ingress Protection : IP68, IP6K9K
Salt Mist : ISO 9227 240H
EMC : ISO 13766, ISO 14982, ISO 7637-2, EN12895
Operating Temperature : -40°C to 85°C
Colour Temperature : 5700K
Light Source : 10 x Lumileds® Luxeon Z ES

Nordic General Purpose LED
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•	 Cost effective, high quality worklamp.

•	 Multi-voltage.

•	 Low current draw.

•	 Over voltage, over temperature, spike & polarity 
protected.

•	 Environmentally sealed – IP68, IP6K9K.

•	 Extreme shock resistance.

•	 Robust cast alloy body.

•	 Even light pattern without hotspots.

•	 TE DEUTSCH compatible connector 
encapsulated in body.

•	 5-year warranty.

110mm 74mm
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Supplied with genuine  
TE DEUTSCH 2 pin connector
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KL1401 LED – Wide Flood
Part No. Operational Voltage

982-803 9–32

KL1401 LED – Flood
Part No. Operational Voltage

982-804 9–32
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Nordic General Purpose LED


