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Wheel Chocks
Part No. Description Suits Dimensions (mm)

MSA-001 Wheel chock, Orange — H160 x W140 x D225

MSA-004 Wheel chock, Black — H100 x W120 x D200

MSA-002 Wheel chock holder. Stainless steel MSA-001, MSA-004 W300

STRAP480MM Rubber strap MSA-002 L480

MSA-003 Wheel chock holder. Stainless steel MSA-001, MSA-004 W150

MSA-111 Wheel chock, Yellow — H150 x W200 x D210

MSA-113 Wheel chock holder. Stainless steel, includes rubber strap MSA-111 W260

MSA-112 Wheel chock, Yellow — H200 x W220 x D340

MSA-114 Wheel chock holder. Stainless steel, includes rubber strap MSA-112 W270

Wheel Chock : Polyurethane
MSA-004 Rubber

Chock Holder : Stainless Steel

2 x MSA-001

MSA-002

MSA-011

MSA-001

MSA-112

MSA-004

MSA-111

MSA-003

MSA-114MSA-113

MSA-002 STRAP480MM
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•	Variety of sizes.

•	Slip resistant.

•	One-piece construction.

•	Stainless steel holders.

•	Rubber strap for increased security.
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Reflective Warning Triangles
Part No. Description

MSA-021 Reflective warning triangle x 3. 440mm side length. Storage case

MSA-022 Triangle storage case holder. Stainless steel, Includes rubber strap

Case Holder : Stainless Steel

MSA-021 MSA-022

•	Folding mechanism for easy storage.

•	Weighted bases for stability.

•	Storage case included.

•	Case holder supplied with rubber strap for 
extra security.
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Reflective Flags
Part No. Description

MSA-007 2 piece, spring base. 2.5m total length

MSA-008 2 piece, spring base. 2.56m total length. LED illumination – Red. 12–24V

MSA-009 Flag only

Voltage : MSA-008 12–24V
Material : Flag Nylon

Pole Polycarbonate
Base Stainless Steel

MSA-008MSA-007

Red LEDs

MSA-008

MSA-007

Spring mount with steel quick  
release base for both models

Detachable plug on 50cm fly lead

MSA-009

30
0m

m

300mm
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•	Reflective flag available with LED warning light.

•	Spring mount with steel quick release base.

•	Detachable pole for easy storage.

•	Made from sturdy and UV stablised nylon.

•	Available as flag only.
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First Aid Kit
Part No. Description

MSA-046 Portable first aid kit. 32 piece, TGA approved, complies with AS 2675-1983

Kit contents:

3 
3 
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1 
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x  
x 
x 
x 
x 
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Gauze swabs – 7.5cm x 7.5cm 
Cleansing wipe 
Plastic plaster – 72 x 19mm 
Disposable face shield 
Microporous Paper Tape – 2.5cm x 5m 
Nitrile powder free gloves

2 
1 
1 
1 
1 
3

x  
x 
x 
x 
x 
x

Low adherent dressing – 10cm x 10cm  
Wound dressing – #14 
Conforming Bandage – 5cm x 4m 
Conforming Bandage – 7.5cm x 4m 
Triangular bandage – 110 x 110 x 155cm 
Safety pin

1 
1 
1 
1

x  
x 
x 
x 

Scissor – 10cm 
Plastic tweezer – 12cm 
Notebook & pen  
Amputated parts bags

Approval : TGA, comply with AS 2675-1983
ISO13485

•	32 pieces first aid kit.

•	TGA approved. 

•	Water resistant carry bag with handle.

•	Separate compartments for easy access.

•	 Ideal for treating minor injuries in the field. First A
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Fire Extinguishers
Part No. Size (kg) Hose Protective  

UV Bag
Standard Duty  

Mounting Bracket
Max. Range Discharge Time

 (m) (sec.)

MSA-030 1.0 — • • 3 9

MSA-039 1.0 • — • 3 9

MSA-040 1.5 • — • 4 9

MSA-033 2.5 • — • 5 8

MSA-031 4.5 • • — 5 18

MSA-035 9.0 • • — 5 26

Agent Type : ABE Powder
Approvals : AS/NZS 1841.1

AS/NZS 1841.5
AS/NZS 1850
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•	Dry chemical powder fire extinguishers – ABE.

•	Variety of sizes available.

•	Models including protective UV bags.

•	Heavy duty mounting brackets for mobile 
plant installation.

•	Suitable for Class A, B and E applications.

MSA-031

MSA-033

MSA-032

MSA-034

MSA-030

30
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90mm

MSA-031
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145mm

MSA-039 MSA-040
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MSA-033
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Fire Extinguisher Mounting Brackets
Part No. Style Material Suit

MSA-034 Medium Duty Powder Coated Steel MSA-033

MSA-041 Heavy Duty Powder Coated Steel MSA-033

MSA-032 Canon Powder Coated Steel MSA-031

MSA-036 Heavy Duty Powder Coated Steel MSA-035

MSA-037 Canon Powder Coated Steel MSA-035

MSA-038  Over-centre Zinc-plated Steel MSA-035

ABE Fire Extinguisher Applications

Powder ABE Fire Extinguishers are suitable for the following fire types:

Paper, textiles, wood,  
most plastics and rubber

Class A

Flammable &  
combustible liquids

Class B

Electrically energized 
equipment

Class E

MSA-034 MSA-041 MSA-032

MSA-036 MSA-037 MSA-038
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UHF CB Radios – Fixed Mount – XRS Series
Part No. Enclosure Voltage No. of Channels Radio Frequency  

Output (W)
Bluetooth 

Connectivity
In-Built 
Speaker

Customisable 
Buttons

Memory 
Channel

GME-XRS330C ABS 10 – 16 80 5 • — • •

GME-XRS370C Die-cast 10 – 16 80 5 • • • •

Register via app for additional 1 year warranty, available on both IOS & Android.

Operating Temperature : -10°C to 60°C

GME-XRS330C GME-XRS370C
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•	 Comply to AS/NZS 4365 radio-communication 
standards.

•	Digital signal processing.

•	Over voltage & reverse polarity protected.

•	XRS series features OLED display on speaker 
microphone.

•	 TX series incorporates LCD screen on receiver.

•	GME-TX4610 environmentally sealed to IP67 
on both receiver and microphone.

•	GME-TX4610 can be fitted into standard DIN 
size slot.

•	5 year warranty.

•	Most products made in Australia.

OLED display on  
speaker microphone

GME-XRS370C
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UHF CB Radios – Fixed Mount – TX Series
Part No. Enclosure Voltage No. of Channels Radio Frequency  

Output (W)
Bluetooth 

Connectivity
In-Built 
Speaker

Customisable 
Buttons

Memory 
Channel

GME-TX3100 ABS 10 – 15 80 5 — • — —

GME-TX3500S Die-cast 10 – 16 80 5 — — — —

GME-TX4500S Die-cast 10 – 16 80 5 — • — —

GME-TX4610 ABS 10 – 15 80 + 19* 5 — • — —

*Receiver only.

GME-TX4500S

GME-TX3500S

GME-TX4610

GME-TX3100

Fitted into standard DIN size slot
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UHF CB Radios – Fixed Mount – Kits
Part No. Kit Contents:

GME-XRS330CTP 1 x Radio & microphone (GME-XR330C) 
1 x Ground independent antenna – 64cm (GME-AE4018)

1 x Microphone extension adapter with 1.8m cable 
1 x Elevated feed spring base with 4.5m cable

GME-TX3500SVP
1 x Radio & microphone (GME-TX3500S) 
1 x Ground independent antenna – 15cm (GME-AE4002) 
1 x Ground independent antenna – 64cm (GME-AE4018) 
1 x Stainless steel spring base (GME-AS001)

1 x PL259 Adapter (GME-PL259) 
1 x Elevated feed base with 4.5m cable (GME-ABL002) 
1 x Stainless steel L mounting bracket (GME-MB407SS) 
1 x Stainless steel bullbar mounting bracket

UHF CB Radios – Handheld
Part No. Description No. of Channels Radio Frequency  

Output* (W)
Max.  

Battery Life (hr)

GME-TX677 Single unit 80 2 / 0.5 14

GME-TX677TP Twin pack with dual battery charger 80 2 / 0.5 14

GME-TX677QP Quad pack with chargers and protective case 80 2 / 0.5 14

* Radio frequency output switchable.

GME-XRS330CTP

GME-TX677

GME-TX677TP GME-TX677QP

GME-TX3500SVP
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UHF CB Radios – Accessories
Part No. Description

GME-AE4002 Antenna – 2.1dBi. 150mm. 5/16" x 26 TPI thread. Stainless steel

GME-AE4013 Antenna – 2.1dBi, 280mm. 5/8" x 24 UNEF thread. Stainless steel

GME-CD51-68-70 Antenna – 4dBi. 360mm. 9mm thread. Copper

GME-AE4018 Antenna – 6.6dBi. 640mm. 5/16" x 26 thread. Fiberglass

GME-AE4705B Antenna – 6.6dBi. 1200mm. FME connector. Heavy duty spring base. 4.5m lead. Fiberglass radome

GME-AE4705BTP Twin antenna kit – 6.6 & 2.1dBi. 1200 & 465mm, FME connector. Heavy duty spring base. 4.5m lead

GME-AE5002 Antenna kit – On glass, 2.1dBi. 210mm
Kit contents: 1 x antenna whip assembly, 1 x coupling box, 1 x RG174 cable with FME connector, 1 x PL259 plug

GME-AE5003 Antenna kit – On glass, 2.5dBi
Kit contents: 1 x on glass antenna, 1 x 3m double shield coax cable, 1 x RG174 cable with FME connector, 1 x PL259 plug

GME-AB001 Antenna base – 5/16" TPI thread. Universal fit

GME-ABL001 Antenna base – 5/16" TPI thread. PL259 connector. 4.5m cable

GME-ABL002 Antenna base – elevated feed. 4.5m cable

GME-AS001 Antenna base – spring. Stainless steel. Suits GME-ABL002

GME-ABL005 Antenna base – fold down style. 5/8" UNEF thread. PL259 connector. 4.5m cable

GME-PL259 Plug – PL259 with reducer to suit RG58C/U cable

GME-MB403SS Antenna mounting bracket – universal, stainless steel

GME-MB407SS Antenna mounting bracket – bonnet/boot mount. Stainless steel

GME-MB411SS Antenna mounting bracket – mirror mount. Stainless steel

GME-VC2S Voltage converter – 18–32V input, 13.6V output. Reverse polarity & over temperature protected

GME-AE4002 GME-AE4013

GME-CD51-68-70

GME-AE4018

GME-PL259 GME-MB403SS GME-MB407SS GME-MB411SS GME-VC2S

GME-AE5003

GME-ABL002 GME-ABL005GME-AS001GME-AB001 GME-ABL001

GME-AE4705B

GME-AE4705BTP

Not to scale with other antennas on 
this page, actual length – 1200mm

Twin antenna kit also contains 
1 x GME-AE4705B

GME-AE5002


